AZ 24 P-BF INOX

CHARACTERISTICS

very high stock removal, very long service life, resin bonded, very productive

APPLICATION

alloy stainless steel, container structural steel, non-alloy stainless steel, stain-
less steel, structural steel, titanium

COMPONENTS

aluminum zirconium
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100x6.0x16.0 4xYax%s 80 m/s 15,300
100x6.5x16.0 4xYax%s —_— 80 m/s 15,300
115x6.0x22.2 4% X YaX 78 — 80 m/s 13,300
115x6.5x22.2 4% X Vax Y — 80 m/s 13,300
125x6.0x22.2 5xVax 7 —_—— 80 m/s 12,250
125x6.5x22.2 5xVax 7 —_—— 80 m/s 12,250
150x6.0x22.2 6xYVax7 ——— 80 m/s 10,200
150x6.5x22.2 6xYVax7 —_—— 80 m/s 10,200
180x6.0x22.2 7TXYaX" — 80 m/s 8,500
180x6.5x22.2 7TXY% X% —_—— 80 m/s 8,500
180x8.0x22.2 7 x 5/16x %8 —— 80 m/s 8,500
230x6.0x22.2 I9XxVax 7 —_—— 80 m/s 6,650
230x6.5x22.2 I9x Vax % —— 80 m/s 6,650
230x8.0x22.2 9 x 5/16x % ——— 80 m/s 6,650

For more information please scan this code with your QR Code Reader.
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